° ROTATION

Ti 7'0.C., TYP WPOST 6X6
" RAIL - 4X4\

TYP -
= ;‘ ,,3 X ’
/ / MORTISE JOlN_/
: d -/, JPER MFG'S DETAIL .
& Ae——H 7 4 e
/ —7/ SLOPE - 2% MIN <
/| /
73 [F ,é FINISH GRADE [
L / / / / //; / 7 /_ <\/ *
/ <
~ /Z\ . BEHIND
//2 CONCRETE FOOTING SIDEWALK
// 4
oS 7 - SECTION VIEW
F SN COMPACTED SUBGRADE
™ 1I_2II ~

h; 0.C., TYP ——1

ELEVATION VIEW

POST - 6X6

RAIL 4X4
°ROTAT|0§\ o

N\ TYP N\ :
/ ©
e 7 v 3
. / MORTISE JOI 5 | s
- ’ ‘ PER MFG'S DETAIL :_-| -
/] // /
~ SN 1 ’
£ < X /—FINISH GRADE [\
B [~ SLOPE - 2% MIN
AR LR LR IR
. A R ‘
& SN Al - B BEHIND
il SIDEWALK
Z/\ I ™~—CONCRETE FOOTING .
- o L R \T
& > % L DY SECTION VIEW >
~ % S \\\/j-—COMPACTED SUBGRADE SECTION VIEW Y (
1-2"

NOTES:

1. FENCE SHALL MAY BE:

CONCRETE RANCH RAIL, AS PROVIDED BY TIMBERCRETE OR APPROVED EQUAL. COLOR: TAN.,

ELEVATION VIEW

OR SUPERIOR RAIL BY SUPERIOR CONCRETE PRODUCTS. COLOR: PUEBLO
2. OPTION: IF APPROVED IN WRITING BY THE CITY'S LANDSCAPE ARCHITECT, FENCE MAY BE
CONSTRUCTED OUT OF WOOD AND SHALL FOLLOW THESE REQUIREMENTS:

~P oo

ALL WOOD SHALL BE WESTERN RED CEDAR.

ALL HARDWARE SHALL BE HOT DIPPED GALVANIZED.

SLOPE RAILS WITH GRADE, DO NOT STEP

ATTACH BRACKETS TO RAILS & POSTS WITH 10d COMMON, GALVANIZED NAILS.
BRACKET SHALL BE 18 GAUGE GALVANIZED STEEL.

FENCE TO BE PAINTED WITH PRIMER AND 2 COATS PAINT. COLOR TO BE TAN.

BRACKET ENLARGEMENT
(FOR WOOD FENCE ONLY)
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